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Appendix 5 
 

Measurement Uncertainty Budget 
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Uncertainty Budget for Device Under Test: 30 – 3000 MHz 
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section     Div.     (±%) (±%) vi 
Measurement System                   
Probe Calibration E.2.1 5.9 N 1.00 1 1 5.9 5.9 ∞ 
Axial Isotropy E.2.2 4.7 R 1.73 0.707 0.707 1.9 1.9 ∞ 
Hemispherical Isotropy E.2.2 9.6 R 1.73 0.707 0.707 3.9 3.9 ∞ 
Boundary Effect E.2.3 1.0 R 1.73 1 1 0.6 0.6 ∞ 
Linearity E.2.4 4.7 R 1.73 1 1 2.7 2.7 ∞ 
System Detection Limits E.2.5 1.0 R 1.73 1 1 0.6 0.6 ∞ 
Readout Electronics E.2.6 0.3 N 1.00 1 1 0.3 0.3 ∞ 
Response Time E.2.7 1.1 R 1.73 1 1 0.6 0.6 ∞ 
Integration Time E.2.8 1.1 R 1.73 1 1 0.6 0.6 ∞ 
RF Ambient Conditions - Noise E.6.1 3.0 R 1.73 1 1 1.7 1.7 ∞ 
RF Ambient Conditions - 
Reflections E.6.1 0.0 R 1.73 1 1 0.0 0.0 ∞ 
Probe Positioner Mech. 
Tolerance E.6.2 0.4 R 1.73 1 1 0.2 0.2 ∞ 
Probe Positioning w.r.t 
Phantom E.6.3 1.4 R 1.73 1 1 0.8 0.8 ∞ 
Max. SAR Evaluation (ext., 
int., avg.) E.5 3.4 R 1.73 1 1 2.0 2.0 ∞ 
Test sample Related                    
Test Sample Positioning  E.4.2 3.2 N 1.00 1 1 3.2 3.2 29 
Device Holder Uncertainty E.4.1 4.0 N 1.00 1 1 4.0 4.0 8 
SAR drift 6.6.2 5.0 R 1.73 1 1 2.9 2.9 ∞ 
Phantom and Tissue 
Parameters                   
Phantom Uncertainty E.3.1 4.0 R 1.73 1 1 2.3 2.3 ∞ 
Liquid Conductivity (target) E.3.2 5.0 R 1.73 0.64 0.43 1.8 1.2 ∞ 
Liquid Conductivity 
(measurement) E.3.3 3.3 N 1.00 0.64 0.43 2.1 1.4 ∞ 
Liquid Permittivity (target) E.3.2 5.0 R 1.73 0.6 0.49 1.7 1.4 ∞ 
Liquid Permittivity 
(measurement) E.3.3 1.9 N 1.00 0.6 0.49 1.1 0.9 ∞ 
Combined Standard 
Uncertainty     RSS       11.1 10.8 411 
Expanded Uncertainty 
(95% CONFIDENCE LEVEL)     k=2       22.2 21.6   
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Uncertainty Budget for System Check: 30 – 3000 MHz 
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Uncertainty Component 

IEEE 

1528 

section     Div.     (±%) (±%) vi 
Measurement System                   
Probe Calibration E.2.1 5.9 N 1.00 1 1 5.9 5.9 ∞ 

Axial Isotropy E.2.2 4.7 R 1.73 1 1 2.7 2.7 ∞ 

Spherical Isotropy E.2.2 9.6 R 1.73 0 0 0.0 0.0 ∞ 

Boundary Effect E.2.3 1.0 R 1.73 1 1 0.6 0.6 ∞ 

Linearity E.2.4 4.7 R 1.73 1 1 2.7 2.7 ∞ 

System Detection Limits E.2.5 1.0 R 1.73 1 1 0.6 0.6 ∞ 

Readout Electronics E.2.6 0.3 N 1.00 1 1 0.3 0.3 ∞ 

Response Time E.2.7 1.1 R 1.73 1 1 0.6 0.6 ∞ 

Integration Time E.2.8 0.0 R 1.73 1 1 0.0 0.0 ∞ 

RF Ambient Conditions - Noise E.6.1 3.0 R 1.73 1 1 1.7 1.7 ∞ 

RF Ambient Conditions - Reflections E.6.1 0.0 R 1.73 1 1 0.0 0.0 ∞ 
Probe Positioner Mechanical 
Tolerance E.6.2 0.4 R 1.73 1 1 0.2 0.2 ∞ 

Probe Positioning w.r.t. Phantom E.6.3 1.4 R 1.73 1 1 0.8 0.8 ∞ 

Max. SAR Evaluation (ext., int., avg.) E.5 3.4 R 1.73 1 1 2.0 2.0 ∞ 

Dipole                    

Dipole Axis to Liquid Distance 
8, 

E.4.2 2.0 R 1.73 1 1 1.2 1.2 ∞ 
Input Power and SAR Drift 
Measurement 

8, 
6.6.2 5.0 R 1.73 1 1 2.9 2.9 ∞ 

Phantom and Tissue Parameters                   
Phantom Uncertainty E.3.1 4.0 R 1.73 1 1 2.3 2.3 ∞ 

Liquid Conductivity (target) E.3.2 5.0 R 1.73 0.64 0.43 1.8 1.2 ∞ 

Liquid Conductivity (measurement) E.3.3 3.3 R 1.73 0.64 0.43 1.2 0.8 ∞ 

Liquid Permittivity (target) E.3.2 5.0 R 1.73 0.6 0.49 1.7 1.4 ∞ 

Liquid Permittivity (measurement) E.3.3 1.9 R 1.73 0.6 0.49 0.6 0.5 ∞ 

Combined Standard Uncertainty     RSS       9.0 8.8 
9999

9 
Expanded Uncertainty 
(95% CONFIDENCE LEVEL)     k=2       17.7 17.3   
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Appendix 6 
 

Dipole Characterization Certificate 
 
 
 



Certification of System Performance Check Targets
Based on APP-0396

 -Historical Data-

900MHz
IEEE1528 Target: 10.8 (W/kg)

Measurement Uncertainty
 (k=1): 9.0%

Measurement Period: 9-Nov-04 to 2-June-05

# of tests performed: 813

Grand Average: 11.3 (W/kg)

% Delta
 (Average - IEEE1528 Target)

4.4%

Is % Delta <= Expanded
Measurement Uncertainty (k=2)? Yes

Accept/Reject Average as new 
system performance check 

target?
ACCEPT

Historic data included the 
following 

900MHz Dipoles:
69, 77
79, 80
91, 94
96, 97

 -New System Performance Check Targets-    per APP-0396
(based on analysis of historical data)

Frequency SAR Target (W/kg) Permittivity Conductivity (S/m)

900MHz 11.3 41.5 ± 5% 0.97 ± 5%

 -Approvals-
Submitted by: Date: 2-Jun-05

Signed:

Approved by: Date: 2-Jun-05

Signed:

Marge Kaunas

Comments:

Comments:

Mark Douglas

Spreadsheet detailing referenced historical measurements is available upon request.




